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DETAILED ACTION 



Claim Rejections - 35 USC § 102 

The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 
form the basis for the rejections under this section made in this Office action: 
A person shall be entitled to a patent unless - 

(e) the invention was described in (1) an application for patent, published under section 122(b), by 
another filed in the United States before the invention by the applicant for patent or (2) a patent 
granted on an application for patent by another filed in the United States before the invention by the 
applicant for patent, except that an international application filed under the treaty defined in section 
351(a) shall have the effects for purposes of this subsection of an application filed in the United States 
only if the international application designated the United States and was published under Article 21(2) 
of such treaty in the English language. 

Claims 1,3, 12-14, 16, 24, and 25 are rejected under 35 U.S.C. 102(e) as being 
anticipated by Owens et al. (6,338,140 B1) 

Claim 1 : Owens (6,338,140 B1 ) teach a device identification is transmitted from 
the communications device to the authentication engine prior to transmitting the 
dynamic personal identification number, which is produced by cryptographic keys input 
and a cryptographic algorithm (col. 9, lines 5-18), a stored secret key (i.e. private key) 
and an appropriate cryptographic key for the calling subscriber (i.e. public key) (col. 15, 
lines 28-37) where the valid cryptographic key mapped to the possible device 
identification number is included in the database (col. 9, lines 55-66); Thus, the 
cryptographic key has characteristics of a public key such as being possibly available to 
all users, etc., transmitting the dynamic personal identification number to the 
authentication engine via a mobile switching center in the communications network (col. 
9, lines 22-26), crypto keys (which may be public keys) being associated with various 
mobile stations (i.e. access systems) where the entire private-public key pair may be 
associated with a mobile station (i.e. access system), crypto keys directed toward the 
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crypto algorithm in the network to perform authentication (col. 2, lines 27-39) where the 
access system may use crypto keys of the private-public key pair, two access gateways 
are required to connect to either or both such access gateways (col. 19, lines 17-21) for 
transmission of data, the authentication engine may include. a communications server 
and an authentication server communicating where the communications server 
determining a cryptographic key corresponding to the received device identification 
number (col. 9, lines 27-34), transmitting the dynamic personal identification number to 
the authentication engine via a mobile switching center in the communications network 
(col. 9, lines 22-26), the communications and authentication server may receive the 
device identification, perform the step of determining a cryptographic key corresponding 
to determining a cryptographic key corresponding to the received device identification 
number and perform the personal identification number comparing step (col. 9, lines 44- 
50), the validation system includes one or more communication servers linked to an 
authentication server and a processor (col. 9, lines 55-67 and col. 10, lines 1-2) where 
the processor may be a switch system, and the system includes an interoperability unit 
communicating with the communications server and the authentication server (col. 10, 
lines 13-16). 

Claim 3: Further, Owens teach an authentication scheme occurring in a mobile 
switching center connected to various nodes equipped with a cryptographic algorithm 
(col. 3, lines 4-9). 
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Claim 12: Further, Owens teach that two gateways are required, one for each TCP/IP 
network to IS-41 network interface where the authentication engine according to the 
instant invention may be connected to either or both such access gateways, converting 
the message into an IS-41 message and sends it to a mobile switching center (col. 19, 
lines 16-36). 

Claim 13: Further, Owens teach access gateways, converting the message into an IS- 
41 message and sends it to a mobile switching center which routes the message to the 
base station, which transmits the message to the mobile station (col. 19, lines 16-36). 
The base station acts as an application proxy. 

Claim 14: Further, Owens teach a cryptographic algorithm utilizing numerical inputs 
and produce numerical outputs (col. 19, lines 61-64). The algorithm acts as an 
application proxy processing data based upon a define series of steps. 

Claim 16: Owens teach transmitting the dynamic personal identification number to the 
authentication engine via a mobile switching center in the communications network (col. 
9, lines 22-26), two gateways are required, one for each TCP/IP network to IS-41 
network interface where the authentication engine according to the instant invention 
may be connected to either or both such access gateways, converting the message into 
an IS-41 message and sends it to a mobile switching center (col. 19, lines 16-36) where 
the gateways act as nodes, password generators cryptographically process two or more 
inputs which include a cryptographic key to generate an output comprising a personal 
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identification number (col. 10, lines 38-43), crypto keys directed toward the crypto 
algorithm in the network to perform authentication (col. 2, lines 27-39) where the access 
system may use crypto keys of the private-public key pair, and a system includes an 
interoperability and translating communications signal between the communications 
network of the subscriber and one communications network where the interoperability 
unit communicates with the communication server and the authentication server (col. 
10, lines 13-31). 

Claim 24: Further, Owens teach access gateways, converting the message into an IS- 
41 message and sends it to a mobile switching center which routes the message to the 
base station, which transmits the message to the mobile station (col. 19, lines 16-36). 
The base station acts as an application proxy. 

Claim 25: Further, Owens teach a wireless backbone network connecting a plurality of 
nodes (Fig. 5). 

Claim Rejections - 35 USC § 103 

The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 
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Claims 2, 4, 17, 27, 28, 37-42, 50, and 51 are rejected under 35 U.S.C. 103(a) as 
being unpatentable over Owens in view of Blumenau (6,493,825 B1). 
Claim 2: Owens teach a stored secret key (i.e. private key) and an appropriate 
cryptographic key for the calling subscriber (i.e. public key) (col. 15, lines 28-37) where 
the valid cryptographic key mapped to the possible device identification number is 
included in the database (col. 9, lines 55-66); Thus, the cryptographic key has 
characteristics of a public key such as being possibly available to all users, etc. Owens 
teach a switch system which issues to an access system the access system's private- 
public key pair and transmitting the dynamic personal identification number to the 
authentication engine via a mobile switching center in the communications network (col. 
9, lines 22-26), two gateways are required, one for each TCP/IP network to IS-41 
network interface where the authentication engine according to the instant invention 
may be connected to either or both such access gateways, converting the message into 
an IS-41 message and sends it to a mobile switching center (col. 19, lines 16-36) where 
the gateways act as nodes. Owens fails to teach a switch system issues the private- 
public key pair. Blumenau teach the use of any sequence of encryption operations such 
as the public/private key system (col. 37, lines 62-67) used by the port adapter and the 
host controller (col. 38, lines 1-5). The switch system issues to various access systems 
the public-private key pair for that particular system. 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by including a 
private-public key pair. This modification would have been obvious to a person having 
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ordinary skill in the art. One skilled in the art would have been motivated to do so, as 
suggested by Blumenau, in order to provide the means to encrypt/decrypt the 
messages to and from the nodes. 

Claim 4: Further, Owens teach a node is identified as the nodes of the fabric port are 
connected through the fabric (col. 19, lines 16-21). 

Claim 17: Further, Owens fails to teach a key module is further adapted to perform the 
step of issuing a private-public key pair to an access system. Blumenau teach the use 
of any sequence of encryption operations such as the public/private key system (col. 37, 
lines 62-67) used by the port adapter and the host controller (col. 38, lines 1-5). 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by including a 
private-public key pair. This modification would have been obvious to a person having 
ordinary skill in the art. They would have been motivated to do so, as suggested by 
Blumenau, in order to provide the means to encrypt/decrypt the messages to and from 
the nodes. 

Claim 27: Owens teach a node of a fabric port interconnected to other nodes through a 
fabric where the node is interrogated about the identity of other nodes (col. 9, lines 19- 
34) where interrogation may be accomplished in a cryptographic manner, the 
authentication engine may include a communications server and an authentication 
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server communicating where the communications server determining a cryptographic 
key corresponding to the received device identification number (col. 9, lines 27-34), a 
node of a fabric port can be interrogated about the identity of other nodes of the fabric to 
which the nodes of the fabric port is directly connected to through the fabric (col. 9, lines 
19-26) where the interrogation leads to a secure network. Owens fails to teach a key 
module for accessing a private-public key pair of a user of the access system. 
Blumenau teaches the use of any sequence of encryption operations such as the 
public/private key system (col. 37, lines 62-67) used by the port adapter and the host 
controller (col. 38, lines 1-5). the switch system issues to various access systems the 
public-private key pair for that particular system. 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by including a 
private-public key pair. This modification would have been obvious to a person having 
ordinary skill in the art. One skilled in the art would have been motivated to do so, as 
suggested by Blumenau, in order to provide the means to encrypt/decrypt the 
messages to and from the nodes. 

Claim 28: Further, Owens fails to teach a key module is adapted to perform the 
generating of a private-public key pair of a user. Blumenau teach the use of any 
sequence of encryption operations such as the public/private key system (col. 37, lines 
62-67) used by the port adapter and the host controller (col. 38, lines 1-5). 
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Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by including a 
private-public key pair. This modification would have been obvious to a person having 
ordinary skill in the art. One skilled in the art would have been motivated to do so, as 
suggested by Blumenau, in order to provide the means to encrypt/decrypt the 
messages to and from the nodes. 

Claim 37: Further, Owens teach two access gateways are required to connect to either 
or both such access gateways for transmission of data (col. 19, lines 16-21). 

Claim 38: Further, Owens teach an access gateway sends a converted message to the 
mobile switching center which routes the message to the base station, which transmits 
the message to a mobile station (col. 19, lines 22-36). 

Claim 39: Owens teach a RPA engine is the central processor that is used to 
authenticate wireless subscribers in the environment primarily when the local serving 
mobile switching center is not authentication capable where the RPA (random pin 
authentication engine) performs various functions while connected to the network (col. 
13, lines 15-23). The functions may be accomplished through the processor by 
program code. Owens teaches a TCP/IP-based network may interconnect two remotely 
based wireless networks as to transport short messages between two wireless networks 
(col. 19, lines 8-14), crypto keys directed toward the crypto algorithm in the network to 
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perform authentication (col. 2, lines 27-39) where the access system may use crypto 
keys of the private-public key pair, determining a cryptographic key to be used to 
transmit a personal identification number to the authentication engine via a mobile 
switching center in the communications network (col. 9, lines 19-26), authentication may 
be performed when accessing mobile switching centers (col. 7, lines 38-40), the 
invention supports the interworking of authenticating an non-authenticating network or 
network element and supports a constant blanket of cryptographic coverage (col. 7, 
lines 42-45), wireless communication network requiring user authentication for 
authorizing and validate user identities (col. 18, lines 42-45) where a public key may be 
used to accomplish these tasks (col. 2, lines 27-39), wireless communications networks 
requiring user authentication for authenticating for access using an authentication 
engine according to the instant invention requiring to be operatively connected in a 
standard configuration to an access point or authorization point to validate user 
identities (col. 18, lines 38-49), and the communications network may include one or 
more computer networks requiring user authentication for access to the Internet and 
local/wide networks that may be connected to the Internet (col. 18, lines 50-67). Owens 
fails to teach associating each of a plurality of access systems with a public key from a 
private-public key pair associated with the access system. Blumenau teaches the use 
of any sequence of encryption operations such as the public/private key system (col. 37, 
lines 62-67) used by the port adapter and the host controller (col. 38, lines 1-5). The 
switch system issues to various access systems the public-private key pair for that 
particular system. 
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Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by including a 
private-public key pair. This modification would have been obvious to a person having 
ordinary skill in the art. One skilled in the art would have been motivated to do so, as 
suggested by Blumenau, in order to provide the means to encrypt/decrypt the 
messages to and from the nodes. 

Claim 40: Further, Owens teach a computer medium connected to a cellular network 
with the use of crypto-keys in a challenge-response authentication scheme (Fig. 2). 

Claim 41 : Further, Owens teach a wireless network connecting with a various amount 
of nodes by a challenge-response authentication scheme (Fig. 5). 

Claim 42: Further, Owens teach two access gateways, one for each network to a 
network interface which are connected by either or both such access gateways (col. 19, 
lines 16-21). 
2 

Claim 50: Further, Owens teach anyone with World Wide Web access may enter a 
mobile subscriber's telephone number and a text message at a site. The message is 
sent over the TCP network to the appropriate IS-41 network. The gateway converts the 
message into an IS-41 message and sends it to the mobile switching center, (col. 19, 
lines 22-31). 

11 
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Claim 51 : Further, Owens teach a message being sent over the TCP network to the 
appropriate IS-41 network. The access gateway converts the message into an IS-41 
message and sends it to the mobile switching center, which routes the message to the 
base station, (col. 19, lines 27-30) The TCP network provides an access to the 
switching center via access gateway, which acts as an application proxy. 

Claims 5, 8, 18, and 21 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Owens in view of Danes et al. (6,1 12,305) 
Claim 5: Further, Owens fails to teach comprising the switch system performing the 
step of: using a switch system private key, in conjunction with an access system using a 
corresponding switch system public key, to authenticate the switch system to the 
access system. Danes teach the network connector validates the contents of the smart 
card by using the public key found in the ISP certificate (col. 6, lines 65-67) and the 
contents are certified with a private key that only the manufacturer or trusted root 
authority holds (col. 6, lines 54-56). 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by including a 
private-public key to authenticate the system. This modification would have been 
obvious to a person having ordinary skill in the art. One skilled in the art would have 
been motivated to do so, as suggested by Danes, in order to provide the means to 
authenticate. 
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Claim 8: Further, Owens fails to teach the data is encrypted with at least one encryption 
key for which the switch system does not have access to the encryption key's 
corresponding decryption key. Danes teaches that if there is a Personal Identification 
Number (PIN) of the user, which is compared to the PIN of the smart card. When a 
match does not occur, then the process stops, (col. 7, lines 20-25) The PIN is used as 
an encryption key. 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including an encryption key check. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Danes, in order to reject improper encryption keys set forth to 
overcome the security protections. 

Claim 18: Further, Owens fails to teach the authentication module is further 
adapted to perform the step of: using a switch system private key, in conjunction with an 
access system using a corresponding switch system public key, to authenticate the 
switch system to the access system. Danes teach the network connector validates the 
contents of the smart card by using the public key found in the ISP certificate (col. 6, 
lines 65-67). 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by including a 
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private-public key to authenticate the system. This modification would have been 
obvious to a person having ordinary skill in the art. One skilled in the art would have 
been motivated to do so, as suggested by Danes, in order to provide the means to 
authenticate. 

Claim 21 : Further, Owens fails to teach the data is encrypted with at least one 
encryption key for which the switch system does not have access to the encryption 
key's corresponding decryption key. Danes teaches that if there is a Personal 
Identification Number (PIN) of the user, which is compared to the PIN of the smart card. 
When a match does not occur, then the process stops, (col. 7, lines 20-25) The PIN is 
used as an encryption key. 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including an encryption key check. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Danes, in order to reject improper encryption keys set forth to 
overcome the security protections. 

Claims 43, 46, and 48 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Owens in view of Blumenau, and further in view of Danes. 

Claim 43: Further, Owens fails to teach program code adapted to perform the 
step of: using a switch system private key, in conjunction with an access system using a 
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corresponding switch system public key, to authenticate the switch system to the 
access system. Danes teach the network connector validates the contents of the smart 
card by using the public key found in the ISP certificate (col. 6, lines 65-67), an 
enterprise signature is created by performing a secure hash on the enterprise contents 
and encrypting it with the enterprise private key (col. 20, lines 34-36). 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by including a 
private-public key to authenticate the system and a private key. This modification would 
have been obvious to a person having ordinary skill in the art. One skilled in the art 
would have been motivated to do so, as suggested by Danes, in order to provide the 
means to authenticate. 

Claim 46: Further, Owens fails to teach the data is encrypted with at least one 
encryption key for which the switch system does not have access to the encryption 
key's corresponding decryption key. Danes teach that if there is a Personal 
Identification Number (PIN) of the user, which is compared to the PIN of the smart card. 
When a match does not occur, then the process stops, (col. 7, lines 20-25) The PIN is 
used as an encryption key. 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including an encryption key check. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
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to do so, as suggested by Danes, in order to reject improper encryption keys set forth to 
overcome the security protections. 

Claim 48: Further, Owens teach comprising program code adapted to perform the 
step of: storing at least one of the group comprising the data, a digest of at least a 
portion of the data, and a digital signature. Danes teach verification of the contents of 
the smart card using the cryptographic signatures where the information to be stored in 
the RAM includes a digital signature portion (col. 8, lines 28-39). 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including digital signatures with the data. This modification would have been obvious to 
a person having ordinary skill in the art. One skilled in the art would have been 
motivated to do so, as suggested by Danes, in order to verify the origin of the data. 

Claims 6, 15, 19, and 26 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Owens in view of Stevens (1 994). 

Claim 6: Further, Owens fails to teach the first and second cryptographically 
secure connections are each implemented by encrypting the data at a layer selected 
from the group comprising an application layer, a presentation layer, and a session 
layer of the Open Systems Interconnection reference model. Stevens teach protocols 
are normally developed in layers, with each layer responsible for a different facet of the 
communications (pg. 1-7, "Layering"). 
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Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including processes at different layers. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Stevens, in order to process data in a modular fashion, thus 
allowing for quick and easy program alterations to occur. 

Claim 15: Further, Owens fails to teach the policies for the application proxy are set by 
the access system. Stevens teach routing table entries point all datagrams to either the 
subnet or specific hosts on that subnet to the router. The router then knows how to get 
the datagrams to their final destination, (pg. 62, section 4.6) 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by allowing 
the access system to set policies. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Stevens, in order to allow various access systems to interface 
with a given proxy. 

Claim 19: Further, Owens fails to teach the first and second cryptographically 
secure connections are each implemented by encrypting the data at a layer selected 
from the group comprising an application layer, a presentation layer, and a session 
layer of the Open Systems Interconnection reference model. Stevens teach protocols 
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are normally developed in layers, with each layer responsible for a different facet of the 
communications (pg. 1-7, "Layering"). 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including processes at different layers. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Stevens, in order to process data in a modular fashion, thus 
allowing for quick and easy program alterations to occur. 

Claim 26: Further, Owens fails to teach the policies for the application proxy are set by 
the access system. Stevens teach routing table entries point all datagrams to either the 
subnet or specific hosts on that subnet to the router. The router then knows how to get 
the datagrams to their final destination, (pg. 60-62, section 4.6 & ) 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by allowing 
the access system to set policies. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Stevens, in order to allow various access systems to interface 
with a given proxy. 

Claims 7 and 20 are rejected under 35 U.S.C. 103(a) as being unpatentable over 
Owens in view of Stevens, further in view of Rowney (5,987,140). 
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Claim 7: Further, Owens fails to teach a first and second cryptographically secure 
network connections are each formed using at least one encryption key from a group 
comprising a symmetric key, an asymmetric key, and a symmetric session key 
encrypted with an asymmetric key. Rowney teach the computer system uses a random 
encryption key which is a symmetric encryption key (col. 13, lines 4-9) and asymmetric 
key pair such as a public key/private-key key pair where the message encrypted with 
one key of the key pair may only be decrypted with the other key of the same key pair 
(col. 13, lines 8-12). 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by using an 
encryption key to secure a network connection. This modification would have been 
obvious to a person having ordinary skill in the art. One skilled in the art would have 
been motivated to do so, as suggested by Rowney, in order to provide for a network 
connection, which prevents an unauthorized entry. 

Claim 20: Further, Owens fails to teach the cryptographically secure network 
connections are formed using at least one encryption key from the group comprising a 
symmetric key, an asymmetric key, and a symmetric session key encrypted with an 
asymmetric key. Rowney teach the computer system uses a random encryption key 
which is a symmetric encryption key (col. 13, lines 4-9) and asymmetric key pair such 
as a public key/private-key key pair where the message encrypted with one key of the 
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key pair may only be decrypted with the other key of the same key pair (col. 1 3, lines 8- 
12). 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by securing 
the network. This modification would have been obvious to a person having ordinary 
skill in the art. One skilled in the art would have been motivated to do so, as suggested 
by Rowney, in order to provide for a network connection, which prevents an 
unauthorized entry. 

Claim 9, 10, 1 1, and 22 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Owens in view of Rowney. 

Claim 9: Further, Owens fails to teach a digest of at least a portion of the data and a 
digital signature of the first access system. Rowney teach combined contents of the 
combined block (col. 18, lines 53-59) and a digital signature for the combined contents 
of the combined blocks (col. 16, lines 53-67). 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. to include a 
digest and a digital signature. This modification would have been obvious to a person 
having ordinary skill in the art. One skilled in the art would have been motivated to do 
so, as suggested by Rowney, in order to possess all the components of a message and 
signature to authenticate it. 
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Claim 10: Further, Owens fails to teach compromising the switch system performing the 
step of time-stamping at least one of the group comprising the data, a digest of at least 
a portion of the data, and a digital signature. Rowney teach calculates a digital 
signature for the combined contents of the combined block comprising basic capture 
response and the signature public key certificate and appends the signature to the 
combination of the combined basic authorization request and the signature public key 
certificate (col. 18, lines 55-65). The digital signature may very well contain a time- 
stamp. 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. to include 
time-stamping a group. This modification would have been obvious to a person having 
ordinary skill in the art. One skilled in the art would have been motivated to do so, as 
suggested by Rowney, in order to form a digest containing all the pertinent information 
related to a message. 

Claim 11: Further, Owens fails to teach compromising the switch system performing the 
step of time-stamping at least one of the group comprising the data, a digest of at least 
a portion of the data, and a digital signature of the first access system. Rowney teach a 
merchant computer system calculates a digital signature for the combined contents of 
the combined block comprising basic capture response and the signature public key 
certificate and appends the signature to the combination of the combined basic 



21 



Application/Control Number: 09/978,1 1 3 Page 22 

Art Unit: 2133 

authorization request and the signature public key certificate (col. 18, lines 55-65). The 
digital signature may very well contain a time-stamp. 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. to include 
time-stamping a group. This modification would have been obvious to a person having 
ordinary skill in the art. One skilled in the art would have been motivated to do so, as 
suggested by Rowney, in order to form a digest containing all the pertinent information 
related to a message sent by the first access system. 

Claim 22: Further, Owens fails to teach compromising the switch system performing the 
step of time-stamping at least one of the group comprising the data, a digest of at least 
a portion of the data, and a digital signature. Rowney teach calculates a digital 
signature for the combined contents of the combined block comprising basic capture 
response and the signature public key certificate and appends the signature to the 
combination of the combined basic authorization request and the signature public key 
certificate (col. 18, lines 55-65). The digital signature may very well contain a time- 
stamp. 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. to include 
time-stamping a group. This modification would have been obvious to a person having 
ordinary skill in the art. One skilled in the art would have been motivated to do so, as 
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suggested by Rowney, in order to form a digest containing all the pertinent information 
related to a message. 

Claim 23 is rejected under 35 U.S.C. 103(a) as being unpatentable over Owens 
in view of Stevens, further in view of Danes. 

Claim 23: Further, Owens fails to teach a tracking module for time stamping and storing 
at least one of the groups comprising the data, a digest of at least a portion of the data, 
and a digital signature of an access system. Stevens teach a timestamp option with the 
capability to record both IP addresses and time-stamps (pg. 95-96, section 95-96, 
section 7.4). 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. to include 
time-stamping a group. This modification would have been obvious to a person having 
ordinary skill in the art. One skilled in the art would have been motivated to do so, as 
suggested by Stevens, in order to form a digest containing all the pertinent information 
related to a message. 

Danes teaches the use of a cryptographic signature appended to the contents of 
the smart card (col. 8, lines 28-39). 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. to use a 
signature for an identifier. This modification would have been obvious to a person 



23 



Application/Control Number: 09/978,1 13 Page 24 

Art Unit: 2133 

having ordinary skill in the art. One skilled in the art would have been motivated to do 
so, as suggested by Stevens, in order to be able to identify an access system. 

Claims 30, 34, 35, 36, 44, 52, and 53 are rejected under 35 U.S.C. 103(a) as 
being unpatentable over Owens in view Blumenau, further in view of Stevens. 
Claim 30: Further, Owens fails to teach the cryptographically secure network 
connection is implemented by encrypting the data at a layer selected from the group 
comprising an application layer, a presentation layer, and session layer of the Open 
Systems Interconnect reference model. Stevens teach protocols are normally 
developed in layers, with each layer responsible for a different facet of the 
communications (pg. 1-7, "Layering"). 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including processes at different layers. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Stevens, in order to process data in a modular fashion, thus 
allowing for quick and easy program alterations to occur. 

Claim 34: Further, Owens fails to teach the policies for the application proxy are set by 
the access system. Stevens teach routing table entries point all datagrams to either the 
subnet or specific hosts on that subnet to the router. The router then knows how to get 
the datagrams to their final destination, (pg. 60-62, section 4.6) 
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Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by allowing 
the access system to set policies. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Stevens, in order to allow various access systems to interface 
with a given proxy. 

Claim 35: Further, Owens fails to teach the secure-network-connection application 
proxy is accessed by more than one client system. Stevens teach routing table entries 
point all datagrams to either the subnet or specific hosts on that subnet to the router. 
The router then knows how to get the datagrams to their final destination, (pg. 62, 
section 4.6) 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by allowing 
specific hosts to access the proxy. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Stevens, in order to allow various systems to access the 
proxy, thus making the messages available to more than one individual via the proxy. 

Claim 36: Further, Owens fails to teach the secure-network-connection application 
proxy processes data initiated from a client system and data intended for the client 
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system based upon predefined policies. Stevens teaches routing directs datagrams to 
other hosts through the use of routing table entries (pg. 60-62, section 4.6). 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including a application proxy for processing based upon predefined policies. This 
modification would have been obvious to a person having ordinary skill in the art. One 
skilled in the art would have been motivated to do so, as suggested by Stevens, in order 
to deal with all data on an individual basis. 

Claim 44: Further, Owens fails to teach the cryptographically secure network 
connection is implemented by encrypting the data at a layer selected from the group 
comprising an application layer, a presentation layer, and session layer of the Open 
Systems Interconnect reference model. Stevens teach protocols are normally 
developed in layers, with each layer responsible for a different facet of the 
communications (pg. 1-7, "Layering"). 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including processes at different layers. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Stevens, in order to process data in a modular fashion, thus 
allowing for quick and easy program alterations to occur. 
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Claim 52: Further, Owens fails to teach the secure-network-connection application 
proxy processes data initiated from a client system and data intended for the client 
system based upon predefined policies. Stevens teaches routing directs datagrams to 
other hosts through the use of routing table entries (pg. 60-62, section 4.6). 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including a application proxy for processing based upon predefined policies. This 
modification would have been obvious to a person having ordinary skill in the art. One 
skilled in the art would have been motivated to do so, as suggested by Stevens, in order 
to deal with all data on an individual basis. 

Claim 53: Further, Owens fails to teach the policies for the application proxy are set by 
the access system. Stevens teach routing table entries point all datagrams to either the 
subnet or specific hosts on that subnet to the router. The router then knows how to get 
the datagrams to their final destination, (pg. 62, section 4.6) 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by allowing 
the access system to set policies. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Stevens, in order to allow various access systems to interface 
with a given proxy. 
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Claims 29 and 47 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Owens in view of Blumenau, further in view Rowney (5,987,140). 
Claim 29: Further, Owens fails to teach the authentication module is further adapted to 
perform the step of: using a switch system public key, in conjunction with the switch 
system using a corresponding switch system private key, to authenticate the switch 
system to the access system. Rowney teaches the encrypted state of encrypted 
random key is graphically shown by payment gateway public key lock. The gateway 
computer system concatenates encrypted combined block, encrypted random key, 
encrypted capture token an encrypted random key to form merchant authorization 
response (col. 15, lines 22-29). 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by 
authenticating the switch system using keys. This modification would have been 
obvious to a person having ordinary skill in the art. One skilled in the art would have 
been motivated to do so, as suggested by Rowney, in order to allow the access system 
to verify that it is in contact with the appropriate switch system. 

Claim 47: Further, Owens fails to teach a digest of at least a portion of the data and a 
digital signature of the first access system. Rowney teach combined contents of the 
combined block (col. 18, lines 53-59) and a digital signature for the combined contents 
of the combined blocks (col. 16, lines 53-67). 
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Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. to include a 
digest and a digital signature. This modification would have been obvious to a person 
having ordinary skill in the art. One skilled in the art would have been motivated to do 
so, as suggested by Rowney, in order to possess all the components of a message and 
signature to authenticate it. 

Claims 31 rejected under 35 U.S.C. 103(a) as being unpatentable over Owens in 
view of Blumenau, further in view of Stevens and Rowney. 
Claim 31: Further, Owens fails to teach a first and second cryptographically secure 
network connections are each formed using at least one encryption key from a group 
comprising a symmetric key, an asymmetric key, and a symmetric session key 
encrypted with an asymmetric key. Rowney teach the computer system uses a random 
encryption key which is a symmetric encryption key (col. 13, lines 4-9) and asymmetric 
key pair such as a public key/private-key key pair where the message encrypted with 
one key of the key pair may only be decrypted with the other key of the same key pair 
(col. 13, lines 8-12). 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by using an 
encryption key to secure a network connection. This modification would have been 
obvious to a person having ordinary skill in the art. One skilled in the art would have 
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been motivated to do so, as suggested by Rowney, in order to provide for a network 
connection, which prevents an unauthorized entry. 

Claims 32 and 33 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Owens in view of Blumenau, further in view of Danes. 
Claim 32: Further, Owens fails to teach the data is encrypted with at least one 
encryption key for which the switch system does not have access to the encryption 
key's corresponding decryption key. Danes teach that if there is a Personal 
Identification Number (PIN) of the user, which is compared to the PIN of the smart card. 
When a match does not occur, then the process stops, (col. 7, lines 20-25) The PIN is 
used as an encryption key. 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. by 
including an encryption key check. This modification would have been obvious to a 
person having ordinary skill in the art. One skilled in the art would have been motivated 
to do so, as suggested by Danes, in order to reject improper encryption keys set forth to 
overcome the security protections. 

Claim 33: Further, Owens fails to teach the secure network connection module is 
further adapted for generating at least one of the group comprising a digest of at least a 
portion of the data and a digital signature of the access system. Danes teach a gateway 
computer system calculates a message digest over the contents of the request, the 
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encryption key certificate, and the signature public key certificate where the system 
decrypts the digital signature (col. 14, lines 5-13). The digest is the contents of the 
request. 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by generating 
a digest and a digital signature. This modification would have been obvious to a person 
having ordinary skill in the art. One skilled in the art would have been motivated to do 
so, as suggested by Danes, in order to verify the identity of authorized users of the 
system. 

Claims 45 rejected under 35 U.S.C. 103(a) as being unpatentable over Owens in 
view of Blumenau, further in view of Stevens and Rowney. 
Claim 45: Further, Owens fails to teach a first and second cryptographically secure 
network connections are each formed using at least one encryption key from a group 
comprising a symmetric key, an asymmetric key, and a symmetric session key 
encrypted with an asymmetric key. Rowney teach the computer system uses a random 
encryption key which is a symmetric encryption key (col. 13, lines 4-9) and asymmetric 
key pair such as a public key/private-key key pair where the message encrypted with 
one key of the key pair may only be decrypted with the other key of the same key pair 
(col. 13, lines 8-12). 

Therefore, it would have been obvious to a person having ordinary skill in the art 
at the time the invention was made to modify the system by Owens et al. by using an 
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encryption key to secure a network connection. This modification would have been 
obvious to a person having ordinary skill in the art. One skilled in the art would have 
been motivated to do so, as suggested by Rowney, in order to provide for a network 
connection, which prevents an unauthorized entry. 

Claim 49 is rejected under 35 U.S.C. 103(a) as being unpatentable over Owens, 
in view of Blumenau, further in view of Danes and Stevens. 

Claim 49: Further, Owens fails to teach a tracking module for time stamping and storing 
at least one of the groups comprising the data, a digest of at least a portion of the data, 
and a digital signature of an access system. Stevens teach a timestamp option with the 
capability to record both IP addresses and time-stamps (pg. 95-96, section 95-96, 
section 7.4). 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. to include 
time-stamping a group. This modification would have been obvious to a person having 
ordinary skill in the art. One skilled in the art would have been motivated to do so, as 
suggested by Stevens, in order to form a digest containing all the pertinent information 
related to a message. 

Danes teaches the use of a cryptographic signature appended to the contents of 
the smart card (col. 8, lines 28-39). 

Therefore, it would have been obvious to a person having ordinary skill in the 
art at the time the invention was made to modify the system by Owens et al. to use a 
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signature for an identifier. This modification would have been obvious to a person 
having ordinary skill in the art. One skilled in the art would have been motivated to do 
so, as suggested by Stevens, in order to be able to identify an access system. 
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